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บทคัดยอ 
 ทําการศึกษาสมบัติทางกายภาพของผลและกระปุกสะละ 3 พันธุ คือ เนนิวง สุมาลี และหมอ เพื่อใชเปนขอมูล
พื้นฐานในการออกแบบพัฒนาเคร่ืองทําความสะอาดผลสะละ พบวาคุณสมบัติทางกายภาพของผลสะละท่ีนาจะมีผลตอ
การออกแบบเคร่ืองก็คือ ความยาวหนาม พื้นท่ีเปลือก และความเคนข้ัวผล สําหรับลักษณะสําคัญของกระปุกท่ีนาจะมี
ผลตอการออกแบบเคร่ือง คือ ความยาว น้ําหนกั และปริมาตรของกระปุก และจํานวนผลตอกระปุก อยางไรก็ตามเม่ือ
พิจารณาความนิยมของผูบริโภคและปริมาณของสะละแตละพันธุท่ีมีวางจําหนาย พบวาพันธุเนนิวงนาจะเปนตัวแทนท่ี
ดีสําหรับใชในการทดสอบการทํางานของเคร่ือง 
 ทําการออกแบบเคร่ืองทําความสะอาดผลสะละตนแบบมีขนาด (กวางxยาวxสูง) 150x280x130 เซนติเมตร 
ประกอบดวย ก) ระบบโซลําเลียงเปนโซลําเลียงชนิด Double pitch chain No. 60 ยาว 600 เซนติเมตร ทุก ๆ ระยะ 30 
เซนติเมตร ติดต้ังขอตอโซแบบปก A-2 เพื่อใชติดต้ังอุปกรณจับยึดกานตอกระปุกสะละ ข) ชุดแปลงปดกําจดัหนาม มี
จํานวน 2 ชุด ติดต้ังขนานกบัทิศทางการเคล่ือนท่ีของกระปุกสะละ โดยมีทิศทางการหมุนของแปลงปดตรงขามกัน ค) 
มอเตอรไฟฟาตนกําลัง 380 และ 220 โวลท ขนาด 1 และ ½ แรงมาสําหรับชุดลําเลียงและชุดแปลงปด ตามลําดับ ในการ
ทดสอบใชผูปฏิบัติงาน 2 คน ทําการทดสอบท่ีความเร็วโซลําเลียง 3 ระดับ คือ 3.56, 6.06 และ 8.49 เมตรตอนาที โดย
ทดสอบกับความเร็วรอบแปลงปด 5 ระดบั คือ 360, 417, 481, 565 และ 715 รอบตอนาที ผลปรากฏวาท่ีความเร็วโซ
ลําเลียง 8.49 เมตรตอนาที และท่ีความเร็วรอบแปลงปด 360 รอบตอนาที มีอัตราการทํางาน 368.30 กิโลกรัมตอช่ัวโมง 
ประสิทธิภาพการกําจัดหนามและความสูญเสียในการทํางาน 65.50 และ 1.70 เปอรเซ็นต ตามลําดับจากการวิเคราะหเชิง
เศรษฐศาสตรวิศวกรรม คาใชจายในการทํางาน 0.14 บาทตอกิโลกรัม เม่ือทํางานปละ 90 วนั จะมีเวลาคืนทุนท่ี 5.5 
เดือน และมีจดุคุมทุนท่ี 13,662.79 กิโลกรัมตอป 
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Abstract 
 The physical characteristics of three cultivars of sala fruit; Nern Wong, Sumalee and Mo were studied as to 
design the prickle eliminated machine. The major characteristics of fruit-cluster such as length, weight and volume, 
number of fruits per fruit-cluster, prickle’s length, fruit skin area and the stress of fruit stalk were taken into account 
to design the machine. Nern Wong cultivar was selected to test the machine’s performance due to the great volume in 
the market and the popularity among consumers. 
 The prickle eliminative machine with the dimension of 150x280x130 centimetres (width x length x height) 
was designed. The machine was consisted of a) the double pitch chain No. 60 600 cm long conveyer with every 30 
cm has A-2 type attachments for fruit-cluster’s holder, b) 2 sets of cylindrical cleaning brushes installed in the 
opposite direction of the fruit-cluster’s movement, each set of brush rotate in opposite direction, c) two electric motor, 
1 hp, 380 v and 1/2 hp, 220 v were used as prime movers for conveyor and cleaning brush, respectively. Two men 
were required for machine’s performance test. Three speed of conveyer including 3.56, 6.06 and 8.49 metre per 
minute with 5 speed of cleaning brushes (360, 417, 481, 565 and 715 rpm) were tested. It was found that at 8.49 
metre per minute of conveyor and 360 rpm of cleaning brush presented the best result. The working capacity was 
368.30 kg per hour with 65.50 and 1.70 % of prickle eliminated efficiency and damage respectively. Engineering 
economic analysis indicated that the cost of working was 0.14 baht/kg. The pay back period was 5.5 months for 90 
working days year and the breakeven point was 13,662.79 kg/year. 
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