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บทคัดยอ 

 การศึกษานี้มีวัตถุประสงคเพื่อศึกษาผลของพันธุทานตะวัน ขนาดเมล็ดและลักษณะของจานเหว่ียง ท่ีมีผลตอ
สมรรถนะชุดกะเทาะเมล็ดทานตะวันแบบแรงเหวี่ยงแนวต้ัง สําหรับทานตะวันพันธุไพโอเนียร จัมโบ และพันธุแปซิฟค 
33 ปจจัยท่ีทําการศึกษาไดแก ลักษณะจานเหว่ียง ความเร็วรอบจานเหวี่ยง พันธุและขนาดเมล็ดทานตะวัน อัตราการ
ปอน และทดสอบประเมินผลสมรรถนะของชุดทดสอบการกะเทาะเมล็ดทานตะวันแบบแรงเหวี่ยงแนวต้ัง ผลการศึกษา
สรุปไดดังนี้ 
 1. จานเหวี่ยงแบบ 6 ใบ มีความเหมาะสมสําหรับการกะเทาะเมล็ดทานตะวันพันธุไพโอเนียร จัมโบ และพันธุ
แปซิฟค 33 ซ่ึงมีเปอรเซ็นตกะเทาะสูงกวาจานเหวี่ยงกะเทาะเมล็ดแบบอ่ืน  
 2. ความเร็วจานเหวี่ยงท่ีใหเปอรเซ็นตการกะเทาะและเปอรเซ็นตเมล็ดในแตกหักเหมาะสมเฉล่ีย 2600 รอบตอ
นาที(35.37 เมตรตอวินาที) 
 3. พันธุของทานตะวันไมมีผลตอเปอรเซ็นตกะเทาะและเมล็ดแตกหัก สวนขนาดของเมล็ดทานตะวัน มีผลทํา
ใหเปอรเซ็นตการกะเทาะและเมล็ดแตกหักแตกตางกัน โดยเมล็ดโตใหเปอรเซ็นตการกะเทาะสูงกวา เมล็ดขนาดกลาง 
เมล็ดคละ และเมล็ดขนาดเล็ก ตามลําดับ 
 4. อัตราการปอนของเมล็ดทานตะวัน เฉล่ีย 60 กิโลกรัมตอช่ัวโมง  
 5. จากการทดสอบคาท่ีเหมาะสมในการกะเทาะของเมล็ดทานตะวันท้ัง 2 พันธุ โดยใชัจานเหวี่ยงแบบ 6 ใบ 
ความเร็วรอบจานเหวี่ยง 2600 รอบตอนาที อัตราการปอน 60 กิโลกรัมตอช่ัวโมง สําหรับเมล็ดทานตะวันพันธุไพโอ
เนียรจัมโบ และแปซิฟค 33 เมล็ดคละ เมล็ดขนาดเล็ก เมล็ดขนาดกลาง และเมล็ดขนาดโต พบวาเมล็ดทานตะวันท้ัง 2 
พันธุ ใหผลเปอรเซ็นตกะเทาะและเมล็ดแตกหักท่ีใกลเคียงกัน โดยเมล็ดขนาดโตใหผลการกะเทาะสูงสุด รองลงมาเปน
เมล็ดขนาดกลาง เมล็ดคละ และเมล็ดขนาดเล็กตามลําดับ โดยมีเปอรเซ็นตกะเทาะเฉล่ีย 86.65 65.87 47.5 และ 31.96 
เปอรเซ็นต ตามลําดับ เมล็ดในเต็มรวมกับเมล็ดแตกหักเล็กนอยเฉล่ีย 72.92 78.92 68.66 และ 74.40 เปอรเซ็นต 
ตามลําดับ และเมล็ดในแตกหักช้ินเล็กช้ินนอยเฉล่ีย 9.42 5.81 13.28 และ 12.59 เปอรเซ็นต ตามลําดับ  
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Abstract 
 The objective of this study was to determine the effects of sunflower variety, seed sizes and impeller vane 
configurations on the performance of a vertical centrifugal sunflower seed shelling unit for Pioneer-jumbo and 
Pacific-33 varieties. The effects of impeller vane configurations, impeller speed, feed rate, sunflower varieties and 
seed sizes were studied. The sunflower seed shelling unit was tested and evaluated as follows:- 

1.  The 6-blade impeller type gave optimum shelling result for Pioneer-jumbo and Pacific-33 varieties. The 
shelling efficiency of this type was higher than those of other types. 

2.  The optimum impeller speed was 2600 rpm (35.37 m/s). 
3. The varieties of the sunflower seed had no effect on the shelling efficiency and kernel breakage. 

Sunflower seed size had an effect on shelling efficiency and kernel breakage. The results indicated that the large size 
gave the highest shelling efficiency while the medium, mixed and small sizes gave lower efficiency respectively.  

4.  The optimum testing feed rate was 60 kg/hr.  
5. The performance test of the centrifugal shelling unit for sunflower varieties of Pioneer-jumbo and Pacific-

33 was done by using 6-blade impeller with a speed of 2600 rpm (35.37 m/s) and a feed rate of 60 kg/hr. Four sizes of 
sunflower seed: large, medium, mixed and small were tested. The results indicated that the shelling efficiencies for 
large, medium, mixed and small seeds were 86.65 65.87 47.50 and 31.96% respectively, whereas the percentages of 
whole kernel, including those with small damage, for the four sizes were 72.92 78.92 68.66 and 74.40% respectively. 
The percentages of fractioned kernel were 9.42 5.81 13.28 and 12.59 % respectively. 
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