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บทคัดยอ 
การศึกษานี้มีวัตถุประสงคเพื่อศึกษาผลของน้ําหนักท่ีมีตอคุณลักษณะการอบแหงยางแทง STR 20 ดวย

ไมโครเวฟ แนวทางการศึกษาประกอบดวย การศึกษาพฤติกรรมการเปล่ียนแปลงอุณหภูมิเบ้ืองตน การศึกษาคุณลักษณะ
การอบแหงยางแทงขนาดนํ้าหนักตางๆ ดวยไมโครเวฟ จากนั้นศึกษาแนวทางการลดปริมาณจุดขาวภายในเน้ือยางแทง 
และผลิตภัณฑสุดทายถูกนําไปทดสอบคุณภาพตามมาตรฐานยางแทง ซ่ึงมีผลการศึกษาดังนี้ 

พฤติกรรมการเปล่ียนแปลงอุณหภูมิยางแทง ขนาดน้ําหนัก 200, 350, 500, 650 และ 800 กรัม เม่ืออบดวยเตา
ไมโครเวฟท่ีระดับกําลัง 800 วัตต กําหนดเวลาเร่ิมตนในการใหพลังงานไมโครเวฟตอเนื่องคือ 4, 8, 12, 16 และ 20 นาที 
พบวาการเปล่ียนแปลงอุณหภูมิภายในของยางแทงทุกๆ ขนาดน้ําหนัก มีแนวโนมของอุณหภูมิเพิ่มข้ึน เม่ือเวลาในการให
พลังงานไมโครเวฟเพ่ิมข้ึน และทําใหทราบชวงน้ําหนักท่ีเหมาะสมเพ่ือศึกษาการอบแหง คือ ขนาดน้ําหนัก 200, 350, 
500, 650 และ 800 กรัม ซ่ึงใชเวลาเร่ิมตนท่ีทําใหอุณหภูมิเพิ่มข้ึนใกลเคียง 100 องศาเซลเซียส คือ 12, 16, 16, 20 และ 20 
นาที ตามลําดับขนาดนํ้าหนักขางตน 

การอบแหงยางแทงท่ีขนาดน้ําหนัก 200, 350, 500, 650 และ 800 กรัม เม่ือควบคุมอุณหภูมิภายใน โดยการเปด-
ปดใหพลังงานไมโครเวฟท่ีระดับกําลัง 800 วัตต สามารถควบคุมอุณหภูมิภายในยางแทงใหอยูในชวงอุณหภูมิเฉล่ีย 100 
องศาเซลเซียสได มีผลของน้ําหนักตอคุณลักษณะการอบแหง คือ เม่ือน้ําหนักมากข้ึน เวลาในการอบแหงเพื่อลดความช้ืน
ใหเหลือตามท่ีตองการนั้นเพิ่มมากข้ึนตามไปดวย ขณะเดียวกันน้ําหนักมากข้ึน สงผลใหความส้ินเปลืองพลังงานลดลง 
และเม่ือพิจารณารวมกับความสามารถในการอบแหง ซ่ึงมีแนวโนมเพิ่มข้ึนเม่ือน้ําหนักมากข้ึน ทําใหไดคาน้ําหนักท่ี
เหมาะสม คือ 500, 600 และ 800 กรัม  

การลดปริมาณจุดขาวของยางแทงขนาดนํ้าหนัก 500, 650 และ 800 กรัม ดวยการนํามาใสโหลแกว แลวเขา
ตูควบคุมอุณหภูมิ 100 องศาเซลเซียส เปนเวลา 4 ช่ัวโมง พบวา ลักษณะของยางแทงทุกขนาดนํ้าหนักมีลักษณะของเม็ด
ยางสุกใสสีน้ําตาลเขม ปริมาณจุดขาวเหลือเพียงในเม็ดยางท่ีมีขนาดใหญบางเม็ดเทานั้น  

การวิเคราะหคุณภาพยางที่ผานการอบแหงดวยไมโครเวฟรวมกับการอบลดจุดขาวแลว โดยสถาบันวิจัยยาง สวน
อุตสาหกรรมยาง พบวา ยางแทงทุกๆ ขนาดน้ําหนัก (500, 650 และ 800 กรัม) ผานเกณฑคุณภาพตามมาตรฐานยางแทง 
STR 20 

ดังนั้น จากการศึกษานี้ แนะนําใหเลือกขนาดน้ําหนักยาง 500 กรัม ในการอบแหงดวยไมโครเวฟ แบบตอเนื่อง 
เพราะใชเวลาในการอบแหงตํ่าท่ีสุด 46 นาที มีความสามารถในการอบแหง 0.35 กิโลกรัมตอช่ัวโมง และมีความ
ส้ินเปลืองพลังงาน 7.50 เมกะจูลตอกิโลกรัมน้ําระเหย ซ่ึงมีคานอยกวาความส้ินเปลืองพลังงานของการอบดวยลมรอนท่ีมี
ผลเปน 22.88 เมกะจูลตอกิโลกรัมน้ําระเหย และเม่ือพิจารณาผลที่ไดกลาวมาแลว การอบแหงยางแทงดวยไมโครเวฟมี
โอกาสนําไปพัฒนาในอุตสาหกรรมการผลิตยางแทงได จึงเสนอแนะใหมีการศึกษาและพัฒนาตอไปอีก 
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 Effects of Weight on Microwave Drying Characteristics of Block Rubber STR 20 
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Abstract 
The purpose of this thesis was to investigate the effect of weight on microwave drying characteristics of block 

rubber STR 20. The study involved primary temperature changing behaviors, microwave drying characteristic of 
different weight block rubber STR 20, a means to decrease quantity white spot in rubber and the final products 
underwent a standard quality test of block rubber  STR 20. The results of which are shown below: 

The temperature changing behaviors of 200, 350, 500, 650 and 800 grams block rubbers were determined 
when they were microwave dried at the power 800 watts continuously for 4, 8, 12, 16 and 20 minute. The results 
showed that there was a tendency in increasing temperatures of all of the block rubbers with increasing periods of tine. 
This allowed us to determine the appropriate weights in the study of drying, i.e. at 200, 350, 500, 650 and 800 grams, 
with the time periods of increasing temperature up to nearly 100 degree Celsius ranging from 12, 16, 16, 20 and 20 
minute respectively. 

Microwave drying of 200, 350, 600, 650 and 800 gram block rubber was carried out with controlled 
temperature by on/off microwave power at 800 watt. The temperature in block rubber could be controlled average 100 
degree Celsius. The effect of weight on microwave characteristics shows that the weight increases with the time 
assigned for reducing moisture content to the desired level. At the same tine, the increasing weight results in less 
energy consumption. When this was considered with the capacity of drying which was likely to increase with the 
weight, we found that the appropriate weights were 500, 650 and 800 grams. 

The reduce of white spot of 500, 650 and 800 gram rubber weight was performed by placing them in glass 
jars, which were put in a 100 degree Celsius chamber for 4  hours. It was found that with each size of block rubbers 
having clear dark brown color, white spots decreased to only a few in big-sized block rubbers. 

The analysis of the quality of block rubber undergoing microwave drying and reduction of white spots by 
Rubber Research Institute, Rubber Industrial Part reveals that all sizes of block rubbers(500, 650 and 800 grams)  met 
the criteria of rubber STR 20 standard quality.  

Thus, this study recommends the use of 500 grams block rubber for continuous microwave drying. The 
minimum drying time was lowest, i.e. 46 minutes, drying capacity was 0.35 kilogram per hour and energy 
consumption 7.5 mega joule per kilograms of evaporated water, it was less than energy consumption of hot air drying, 
i.e. 22.88 mega joule per kilograms of evaporated water. When considering the results above, it could be said that 
microwave drying of block rubber can be developed in the rubber manufacturing industry. Future studies should also 
be conducted with this respect. 
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