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บทคัดยอ 
 การศึกษาในคร้ังนี้มีวัตถุประสงคเพื่อออกแบบ สราง และประเมินผลเคร่ืองปอกเปลือกมันสําปะหลัง โดยมี
แนวทางการศกึษาประกอบไปดวย การศึกษาขอมูลการผลิตมันเสนชนิดปอกเปลือก การศึกษาคุณสมบัติเบ้ืองตนของ
มันสําปะหลังท่ีเกี่ยวของเพ่ือใชในการออกแบบ และสรางเคร่ืองปอกเปลือกมันสําปะหลังตนแบบ สําหรับการทดสอบ
และประเมินผลเคร่ืองปอกเปลือกมันสําปะหลังตนแบบ ใชการแปรความเร็วปลายใบมีดของลูกกล้ิงใบมีด ความเร็ว
ลูกกล้ิงหมุนทอนมัน และชวงขนาดทอนมันสําปะหลัง ซ่ึงมีคาช้ีท่ีสําคัญ คือ อัตราสวนการไดเนื้อมัน อัตราสวนการปอก
เปลือกมัน อัตราการปอกเปลือกทอนมัน (กิโลกรัมตอช่ัวโมง) และประสิทธิภาพการปอกเปลือกมัน (%)  ซ่ึงมีรายละเอียด
ของการศึกษาดังตอไปนี้ 
 1.  มันสําปะหลังมีขนาดเสนผานศูนยกลางสวนกวางท่ีสุดเฉล่ีย 61 มิลลิเมตร ความยาวเฉล่ีย 238 มิลลิเมตร มี
รูปรางสวนใหญคลายกรวยทรงกระบอก และความหนาเปลือกเฉล่ีย 2.6 มิลลิเมตร  
 2.  เคร่ืองปอกเปลือกมันสําปะหลังตนแบบ มีสวนประกอบท่ีสําคัญ คือ โครงเคร่ือง ลูกกล้ิงใบมีด  ลูกกล้ิงหมุน
ทอนมันสําปะหลัง ชุดสายพานซ่ีลําเลียง ชุดควบคุมซ่ีลําเลียง ชุดประคองทอนมัน ชองปอนทอนมัน ถาดแยกเนื้อมัน 
ถาดแยกเปลือกมัน และชุดตนกําลัง 
 3. การประเมินผลเคร่ืองปอกเปลือกมันสําปะหลังตนแบบ เม่ือใชกับทอนมันสําปะหลังท่ีมีชวงขนาดเสนผาน
ศูนยกลางสวนกวางท่ีสุด 41-70 มิลลิเมตร มีความยาวของทอน 120 มิลลิเมตร ลูกกล้ิงใบมีดมีความเร็วปลายใบมีด 4.5 
เมตรตอวินาที ลูกกล้ิงหมุนทอนมันมีความเร็ว 70 รอบตอนาที และซ่ีลําเลียงมีความเร็วเชิงเสน 0.22 เมตรตอวินาที  
พบวาจะไดอัตราสวนการไดเนื้อมันเฉล่ีย เทากับ 0.88  อัตราสวนการปอกเปลือกมันเฉล่ีย เทากับ 0.86  อัตราการปอก
เปลือกทอนมัน เทากับ 224 กิโลกรัมตอช่ัวโมง และประสิทธิภาพการปอกเปลือกมัน เทากับ 75 เปอรเซ็นต  
 เม่ือเปรียบเทียบวิธีปอกเปลือกทอนมันสําปะหลัง ระหวางเคร่ืองปอกเปลือกกับการใชมีด ช้ีใหเหน็วา อัตราการ
ปอกเปลือกทอนมันสูงกวาวิธีการใชมีดประมาณ 7 เทา ซ่ึงมีแนวโนมพัฒนาใหเปนประโยชนเชิงพาณิชยได 
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Abstract 
 This research study aims to design, construct and evaluate a peeling machine for cassava, which includes a 
survey on the manufacture of peeled cassava chips and a study on basic characteristics of cassava leading to the 
design and construction of a peeling machine for cassava and the testing of the prototype, by varying the speed of 
blades, speed of the roller and cassava size. The following indicators are used: net flesh ratio, peeling ratio, rate of 
cassava peeling(kg/h) and peeling efficiency(%). The results are as follows: 
 1.  The average cassava size is: 61 mm diameter, 238 mm length, conical-cylindrical shape and 2.6 mm 
thickness of cassava skin.  
 2. The machine prototype consists of a frame, a blade unit, a roller for spinning the tubers, a set of spoked 
conveyor for transporting the tubers to be fed to the blades, a receiver for the peeled tubers and an electrical motor 
power source. 
 3. The evaluation of the machine performance indicates the following optimum conditions: 41-70 mm 
cassava tuber diameter, 120 mm length, 4.5 m/s linear speed of blades, 70 rpm speed of the roller, 0.22 m/s linear 
speed of spoke conveyor, net flesh ratio of  0.88, peeling ratio of 0.86, rate of cassava peeling of 224 kg/h and peeling 
efficiency of 75 %.  
 When comparing this method of peeling cassava by machine with that by the manual method, the former 
offers a rate of cassava peeling 7 times higher than that of the latter. This has a good potential to be developed to be 
used commercially. 
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