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บทคัดยอ 

การศึกษานี้มีวัตถุประสงคเพื่อศึกษาผลของความเร็วขับเคล่ือน ดัชนีลอโนม และความช้ืนของเมล็ดท่ีมีตอความ
สูญเสียจากชุดหัวเกี่ยวของเคร่ืองเกี่ยวนวด โดยทําการศึกษาความเร็วขับเคล่ือน 4 ระดับ คือ 3, 4, 5, และ 6 กิโลเมตรตอ
ช่ัวโมง ดัชนีลอโนมศึกษา 3 ระดับ คือ 1.5, 3.0 และ 4.5 และความช้ืนของเมล็ดท่ี 23.08, 25.20 และ 27.02 เปอรเซ็นตฐาน
เปยก ทําการทดสอบในสภาพแปลง มีสาระสําคัญของผลการศึกษาดังนี้ 

1. ความเร็วขับเคลื่อนมีผลทําใหเปอรเซ็นตความสูญเสียจากชุดหัวเกี่ยวของเคร่ืองเกี่ยวนวดขาว มีความ
แตกตางกันทางสถิติ ท่ีความเช่ือม่ัน 99 เปอรเซ็นต โดยความเร็วขับเคล่ือนท่ีเหมาะสมสําหรับการใชเคร่ืองเกี่ยวนวดขาว
ในการเก็บเกี่ยวขาวหอมมะลิหรือขาวพันธุขาวดอกมะลิ 105 อยูในชวง 5 ถึง 6 กิโลเมตรตอช่ัวโมง 

2. ดัชนีลอโนมมีผลทําใหเปอรเซ็นตความสูญเสียจากชุดหัวเกี่ยวของเคร่ืองเกี่ยวนวดขาว มีความแตกตางกัน
ทางสถิติ ท่ีความเช่ือม่ัน 99 เปอรเซ็นต โดยคาดัชนีลอโนมท่ีเหมาะสมสําหรับการใชเคร่ืองเกี่ยวนวดขาวในการเก็บเกี่ยว
ขาวหอมมะลิหรือขาวพันธุขาวดอกมะลิ 105 มีคา 3.0 

3. ความช้ืนของเมล็ดมีผลทําใหเปอรเซ็นตความสูญเสียจากชุดหัวเกี่ยวของเคร่ืองเกี่ยวนวดขาว มีความแตกตาง
กันทางสถิติ ท่ีความเช่ือม่ัน 99 เปอรเซ็นต  โดยความช้ืนของเมล็ดท่ีเหมาะสมสําหรับการใชเคร่ืองเกี่ยวนวดขาวในการ
เก็บเกี่ยวขาวพันธุขาวดอกมะลิ 105 มีคา 23 เปอรเซ็นตฐานเปยก หรือ 32 วันหลังขาวออกดอก 
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Abstract 

The objective of this study was to determine the effects of travelling speed, reel index and grain moisture 
content on header loss of rice combine harvester. Four levels of speed of 3, 4, 5, and 6 km/hr, three levels of reel index 
of 1.5, 3.0, and 4.5 and three levels of grain moisture content of 23.08, 25.20, and 27.02 percent wet basis were used 
for studying. The results could be summarized as follows: 

1. Header loss was significantly affected by travelling speeds at 99 percent statistical difference. The results 
indicated that the travelling speed of 5 to 6 km/hr was considered to be appropriated for harvesting Thai Hom Mali 
rice. 

2. Header loss was significantly affected by reel index at 99 percent statistical difference. The results 
indicated that the reel index of 3.0 was considered to be appropriated for harvesting Thai Hom Mali rice. 

3. Header loss was significantly affected by grain moisture content at 99 percent statistical difference. The 
results indicated that the grain moisture content of 23 percent wet basis or 32 day after heading was considered to be 
appropriated for harvesting Thai Hom Mali rice. 
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