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บทคัดยอ 
 การวิจัยนี้มีวัตถุประสงคเพื่อศึกษากระบวนการผลิตสารดูดซับเอทิลีนโดยใชดินสอพองและโพแทสเซียมเปอร
แมงกาเนตเปนสวนประกอบหลัก  จากการศึกษาพบวาที่อัตราสวนน้ําหนักดินสอพองตอน้ําที่  2 : 1  ใหของผสมท่ี
มีความหนืดสูงที่สุด  ซึ่งเหมาะสมตอการนํามาผลิตสารดูดซับเอทิลีน  จากนั้นนําดินสอพองผสมกับสารละลาย  
KMnO4  ความเขมขน  1, 3, 5  และ  7%  (w/w)  แลวนําไปอบดวยตูอบลมรอนและเครื่องอบแบบสุญญากาศท่ี
อุณหภูมิ  150, 175  และ  200๐ซ  พบวา  การอบท่ีอุณหภูมิสูงข้ึนจะทําใหระยะเวลาในการอบลดลง  โดยตัวอยางท่ีอบ
ดวยตูอบลมรอนจะใชระยะเวลาการอบส้ันกวาเครื่องอบแบบสุญญากาศ  เม่ือนําตัวอยางสารดูดซับเอทิลีนท่ีผลิตข้ึนไป
ทดสอบการดูดซับเอทิลีนเปรียบเทียบกับสารดูดซับเอทิลีนท่ีจําหนายในทองตลาด  พบวาสารดูดซับเอทิลีนท่ีใช  3%  
KMnO4  มีอัตราการดูดซับเอทิลีนใกลเคียงกับสารดูดซับเอทิลีนที่จําหนายในทองตลาด  นอกจากนี้ยังพบวาตัวอยาง
สารดูดซับเอทิลีนท่ีอบดวยเครื่องอบแบบสุญญากาศมีอัตราการดูดซับเอทิลีนเร็วกวาตัวอยางท่ีอบดวยตูอบลมรอน   
 เม่ือนําสารดูดซับเอทิลีนท่ีผลิตข้ึนบรรจุในซองกระดาษ  3  ชนิด  ไดแก  กระดาษสาแบบบาง,  กระดาษพรูฟ  
และกระดาษทําโคม  แลวนําไปวัดอัตราการดูดซับเอทิลีน  พบวาการบรรจุสารดูดซับเอทิลีนในซองท่ีทําจากกระดาษ
พรูฟมีอัตราการดูดซับเอทิลีนสูงกวาซองท่ีทําจากกระดาษทําโคมและกระดาษสาแบบบาง  (p<0.05) 
 หลังจากนําสารดูดซับเอทิลีนท่ีบรรจุในซองกระดาษชนิดดังกลาวหุมดวยถุงพลาสติกชนิด  OPP เจาะรู ไปวัด
อัตราการดูดซับกาซเอทิลีนเปรียบเทียบกับสารดูดซับเอทิลีนท่ีจําหนายในทองตลาด 2 ชนิด พบวาสารดูดซับเอทิลีนท่ี
ผลิตข้ึนสามารถดูดซับกาซเอทิลีนไดเร็วกวาสารดูดซับเอทิลีนท่ีจําหนายในทองตลาด 
 จากการทดสอบนําสารดูดซับเอทิลีนท่ีผลิตข้ึนไปใชในการเก็บรักษากลวยหอมทองเปรียบเทียบกับสารดูดซับ
เอทิลีนที่จําหนายในทองตลาด  2  ชนิด  พบวาสารดูดซับเอทิลีนที่ผลิตขึ้นสามารถยืดอายุการเก็บรักษากลวย
หอมทองไดเปนระยะเวลา  15  วัน  ในขณะท่ีสารดูดซับเอทิลีนท่ีจําหนายในทองตลาดสามารถเก็บรักษาไดเปน
ระยะเวลา  18  วัน 
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Abstract 
 This work was aimed at investigating the process for production of ethylene absorber using marl and 
potassium permanganate (KMnO4).  The 2 : 1 (w/w) ratio of marl : water was an appropriate ratio for ethylene 
absorber production since resulted in the highest viscosity.  Marl solution was then mixed with 1%, 3%, 5%, and 7% 
(w/w) of KMnO4 solution.  The mixtures were subsequently dried at 150, 175, and 200๐C using vacuum dryer or hot 
air oven.  The drying time of the mixtures decreased as the drying temperature increased.  The drying time of samples 
dried in the hot air oven was shorter than the drying time of samples dried in the vacuum dryer.  The ethylene 
absorber with 3% KMnO4 solution had an absorption rate closed to the two commercial ethylene absorbers.  Ethylene 
absorber samples dried using vacuum dryer had faster absorption rates than those using hot air ovens.   
 The ethylene absorber was packed in three types of packaging materials: proof, thin mulberry and glassine 
papers.  The ethylene absorber packed in proof paper allowed highest absorption rate compared to the thin mulberry 
and glassine papers (p<0.05). Then ethylene absorber was placed in perforated oriented polypropylene (OPP) pouch.  
Absorption rates of produced ethylene absorber were compared to absorption rates two commercial ethylene 
absorbers.  It was found that the absorption rate of the produced ethylene absorber was highest (p<0.05). 
 Ethylene absorber produced used to maintain quality and storage life of banana cv. Gros Michel compared to 
two commercial ethylene absorbers.  Storage life of banana stored with produced ethylene absorber was 15 days 
while banana store with commercial ethylene absorbers were 18 days. 
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